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Operation
order

materials
name

auxiliary
Governance tool Contents Of Homework

LCD/POL

Ball-absorbing 
gloves/finger cots, 
corded 
electrostatic 
bracelets, reports, 
turntables

★Precautions
1. It is strictly forbidden to touch the 
Pin terminal when taking and placing the 
product; when taking and placing the 
product, do not collide with other LCDs 

to avoid ITO scratches or POL scratches;

2. Replacement frequency of dust-free 
cloth: Wipe 8 times/same position, each 
PCS dust-free cloth can only use 4 
positions; sticky dust paper is replaced 

every hour

3. Cleaning frequency of the machine and 
working platform: 2 times/H, immediately 
clean the visible foreign matter;

4. Gloves/wired electrostatic wristbands 
must be worn before operation. 5. Gloves 
and finger cots should be replaced every 
2 hours. If they are dirty or damaged, 
they should be replaced in time. more 
than seconds, 8. Take out the appearance 

inspection: take out the 
product correctly and do a 
simple appearance 
inspection on the inclined 
plane at 45 degrees upward 
to check whether the 
product has deviation, 
reversed film, air bubbles, 

 

4. Wipe and clean: Use a 

dust-free cloth dipped in 

alcohol to fix and wipe 

the glass in one direction 

toward the non-circuit 

short side

Platform cleaning: Wipe 
the polarizer head and 
the patch platform with 
alcohol to clean the 
polarizer before 
attaching it. When 
cleaning the material, 
it must be cleaned 
together with the side 
circumference

2、放POL：取相同型号(上或
下)偏光片按固定方向贴附在
偏贴头上用真空吸附住。

5. Roller cleaning: Use the 
roller to remove dust on the 
glass surface, visually 
inspect the glass surface for 
dust and dirt residue, and use 
the roller to clean the 
surrounding area.

6. Roller dust removal: 
After the roller cleans 
the glass surface, it 
rolls on the sticky paper 
for dust removal
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3. Pick up the LCD by sucking 
the ball: place the LCD on 
the platform based on the "L" 
angle formed by the side 
plates. It takes more than 5 
seconds to tear off the film, 
and it takes more than 2 
seconds to tear off the film.

2. Put POL: Take the same 
type (upper or lower) 
polarizer and attach it 
to the polarizer head in 
a fixed direction and use 
vacuum adsorption to hold 
it.

7. Attachment: After 
confirming that the glass 
surface is clean, tear off 
the protective film with the 
easy-to-tear sticker, and 
press the red button to start 

9. Take the ball into the tray: 
put it into the Tray tray in 
the same direction, and 
continue to flow to the next 
station


