
Shenzhen Leadtek Electronics Co.Ltd
LCM film assembly operation standard

Order Material name
Auxiliary 

governance 
tools/equipment

          Contents of homework

1

semi-finished 
product

Iron frame
Diffuser

Enhancement film
FOG

Fixative

Ion fan
light fixture

Precautions

1. The order of film materials is: 
diffuser/bottom 
enhancement/upper enhancement 
(DBEF-D400);
2. Membrane ears must be placed 
in the card slot, and cannot be 
placed on the edge of the plastic 
frame;
3. Check the flatness of the four 
corners of the cover glass, and do 
not place it on the edge of the 
plastic frame;
4. The clamping is tight, and the 
lower iron card point is completely 
inserted into the upper iron 
bayonet;
5. During the operation process, 
focus on self-inspection of foreign 
matter/white spots/dirty/light 
shadows and other defects.
6. Take it vertically and put it into 
the turnover box of the module on 
the left side of the seat
7. Tear off the film for more than 5 
seconds, and wait for more than 2 
seconds after tearing off the film

Operating conditions

1. Wear an electrostatic ring and 
turn on the ion fan;
2. Hands must wear gloves;
3. It is forbidden to keep long nails. 
4. Gloves and finger cots are 
replaced every 2 hours. If they are 
dirty or damaged, they should be 
replaced in time. Take them 
vertically and put them into the 
turnover box of the module on the 
left side of the seat.

1. Clean the desktop before operation, place 
fixtures on the desktop and add anti-slip glue, 
place film materials to be pasted in front of the 
fixtures, backlight semi-finished products in the 
front right, dust-free cloth, alcohol, etc. on the 
right, and FOG and Module Turnover Box

2. Take a piece of semi-finished 
product, light it with a fixture, tear 
off the protective film, and check 
for foreign matter/white spots and 
other defects from different angles.

4. Paste Zengguang: Paste the 
bottom and then the top; tear off 
the upper and lower protective 
films from the upper left corner of 
the Zengguang, align the ears with 
the gap of the plastic frame, and 
put them completely in the visible 
area of the plastic frame.

3. Paste the diffusion sheet: 
the smooth side of the 
diffusion face down, align the 
ear with the gap of the plastic 
frame, and put it completely 
into the visible area of the 
plastic frame.

5. After confirming that the three membrane 
materials are pasted correctly, take the 
fixing glue and paste them along the groove 
of the plastic frame.

6. For products with OK film, before 
assembling the FOG, raise the 
backlight by 15-30 degrees, and self-
check whether there are foreign 
objects/white spots and other 
defects.

7. Take a piece of FOG with your left 
hand, and tear off the protective film 
of the lower polarizer with your right 
hand (do not tear the protective film 
directly above the backlight). Tear 
off the film for more than 5 seconds. 
After tearing off the film, you need 
to wait for more than 2 seconds. 
Assemble the FOG along the narrow 
side of the backlit plastic frame, 

8. Take a piece of upper iron 
frame vertically with your right 
hand, lightly press the glass with 
your left hand, and snap all the 
upper and lower iron frame points 
to the buckle position of the 
plastic frame with your right hand, 
and press to fasten the self-test.

9. The module after the self-inspection is OK. 
When picking up the product, take it vertically 
and put it into the module turnover box on 
the left side of the seat, and then flow into 
the next process. Note. When taking the product, it needs to 

be taken by the vertical defense line.。

Vertical hold wrong way


