
Shenzhen Leadtek Electronics Co.,Ltd
Standards for packing products into blister boxes

Order Material 
name

Auxiliary governance 
tools/equipment                                           Contents of homework

1

Plastic frame 
(stick the 
light bar)
Under the 
iron frame
A reflective 

sheet
light guide 

plate

Ion fan yellow light (shows 
dust)

Precautions

1. It is forbidden to take the VA area of the light 
guide plate, only the side;
2. The light guide plate must be installed close to 
the LED light without gaps; the LED light cannot 
be crushed during assembly;
3. The rough surface (dot surface) of the light 
guide plate is pasted with reflection;
4. The clamping is tight, and the card point of the 
rubber frame is completely inserted into the lower 
iron bayonet; pressing is forbidden to press the 
central area;
5. The light guide plate must not have foreign 
matter/white spots/scratches/dirty and other 
defects.
6. Gloves and finger cots should be replaced every 
2 hours. If they are dirty or damaged, they should 
be replaced in time.           

0perating conditions

1. Wear an electrostatic ring and turn on 
the ion fan;
2. Hands must wear gloves;
3. It is forbidden to keep long nails.

1. Clean the desktop before operation, 
place the light guide plate on the 
table, place the reflector on the 
yellow light, and place the lower 
iron on the upper right; align the 
work area with the ion fan, and turn 
on the ion fan. Take out the 1PCS 
plastic frame (attach the light bar)

2. Take the light guide plate and tear off 
the protective film, with the smooth side 
facing down and the rough side facing up, 
and assemble it against the left plastic 
frame and the serrated end of the light 
guide plate close to the LED light port. 
The four corners of the light guide plate 
are completely inserted into the groove of 
the plastic frame, flat.

4. Lightly press and fix the rubber 
frame with your left hand, and take 
1PCS lower iron frame with your right 
hand. The iron frame and the table 
should not exceed 45°. Align the 
upper right edge of the rubber frame 
and lower it slowly, so that the 
buckle of the lower iron frame can 
buckle every convexity of the rubber 
frame.

6. Turn the semi-finished product 
upside down, take a light guide 
plate protective film and attach it 
to the surface of the light guide 
plate, and self-check the light 
guide plate for foreign 
matter/white spots/scratches/dirty 
and other defects.

3. Take 1PCS reflective sheet with 
your right hand and lightly press 
the reflective sheet with your left 
hand to align it with the shape of 
the light guide plate and put it 
into the groove of the plastic frame. 
The reflective sheet is not allowed 
to be attached to the surface of the 
plastic frame.

5. Align the semi-finished product with 
the lower iron and the plastic frame, 
and lightly press its surroundings with 
your fingers so that the lower iron and 
the plastic frame are completely 
buckled, and pick up the self-check 
whether it is assembled in place.


