
Shenzhen Leadtek Electronics Co., Ltd

Loading machine operation instructions

Job name: LCD 
loading

Operating 
station: the 
6th station

SOP number: WIB-SLJ-GC-001
Standard working hours and process capacity: see the flow chart for 

details

Graphical description: Device parameters: Preparation before homework:

 
The above equipment parameters are not 
allowed to be changed by non-tuning 
technicians at will, otherwise the 

consequences will be at your own risk

1. Do 5S on the work surface before working 
every day, and prepare tools.
2. Start and confirm that the device has been 
debugged OK, and confirm whether the LCD model 
is correct.

work procedure: Precautions:

1. Take multiple batches of LCDs 
from the material cart and place 
them on the loading platform of 
the loading machine according to 
the method (as shown in Figure 
1). 2. Confirm whether the 
loading LCD is placed in place 
and whether it exceeds the upper 
limit, and the loading position 
is 200mm lower than the position 
of the sensor light (Figure 3). 
3. After confirming that the 
above steps are completed, start 
the device. The start-up step is 
to tap the automatic mode button 
(Figure 4). After tapping the 
start button, the device enters 
the automatic feeding state.

1. Operators must wear electrostatic 
wristbands and finger cots as required. Rings 
and long nails are not allowed.
2. LCD is a fragile product that must be 
handled with care, and cannot be overlapped or 
collided, so as not to cause scratches on the 
line.
3. Whether the position and direction of the 
LCD placed on the conveyor belt and the 
blister tray are correct to avoid damage to 
the LCD
4. Do not extend your hands to the 
transmission part of the equipment during 
operation to prevent your hands from being 
crushed.
  5. Clean the equipment every 2 hours during 
operation to prevent LCD damage caused by 
foreign matter on the platform.
6. When loading and emptying the plastic tray, 
the equipment must be completely stopped 
before it can work to avoid hurting people. 7. 
Blister trays must be placed across each 
other. Prevents LCD damage and absorbs 
multiple discs. 8. Before each feeding, the 
blister tray should be recycled before 
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