
Unloading machine operation instruction book

Graphical description: Work procedure: Preparation before homework:

1. Start-up operation steps: 1.0 Press 
the automatic mode button in (Figure 
1), the button is flashing, and then 
press the start button.
1.1 After the above steps are 
completed, the device enters the screen 
(Figure 2) and tap the exit button. 1.2 
After the above steps are completed, 
the equipment enters the screen 
(Figure 3) and the equipment enters 
the automatic operation state by lightly 
pressing the start feeding button. 2. 
Steps to replace the empty disk: 2.0 
Press the please install the empty disk 
button in (Figure 7). 2.1 Place the 
plastic tray with wrong tray OK on the 
equipment loading platform (Figure 4). 
2.2 After confirming that the empty 
plate is placed OK, press the start 
feeding button in (Figure 3). 3. The 
operation steps of the left silo full of 
material: 3.0 Lightly press the button 
(Picture 5) to move the left silo 
material tray. 3.1 After the above steps 
are completed, take out the product 
and place it on the work surface. 3.2 
After the product is taken out, lightly 
press the button on the lower left tray 
to connect to the tray, and the device 
enters the automatic state. 4. 
Operation steps for the right bin to be 
full of materials: 4.0 Press (Figure 6) to 
move the button on the right bin. 4.1 
After the above steps are completed, 
take out the product and place it on 
the work surface. 4.2 After the product 
is taken out, lightly press the button on 
the lower right side of the tray to 
connect to the tray, and the device 
enters the automatic state

1. Do 5S on the equipment before working 
every day
2. Start and confirm that the device has been 
debugged OK

Precautions:

1. Operators must wear electrostatic 
wristbands and finger cots as required. Rings 
and long nails are not allowed. Replacement of 
ACF requires first inspection before mass 
production. 4. Gloves and fingers should be 
replaced every 2 hours. If they are dirty or 
damaged, they should be replaced in time. 5S 
sorting and rectification once in 2H.
2. LCD is a fragile product that must be 
handled with care, and cannot be overlapped 
or collided, so as not to cause scratches on the 
line.
3. The position and direction of the LCD placed 
on the platform must be correct to avoid 
breaking the glass.
4. Do not extend your hands to the 
transmission part of the equipment during 
operation to prevent your hands from being 
crushed.
5. Clean the lower platform at least every 2 
hours during operation to prevent LCD 
damage caused by foreign matter on the 
platform.
6. When placing an empty disk, it cannot 
exceed the height limit block of the empty 
disk. 7. The blister tray must be wrong.

Machine parameters:

Running speed Y1400mm±100mm
X1000mm±100mm, suction glass vacuum 
70±10
suction cup vacuum 70±10
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